AV Receiver

€ YAMAHA

RX-V871

Network AV Receivewith 8 in/2 out HDMI(3D and ARCcompatibility), iPhone
app compatibility, front panel HDMI and USB digital connections, HD Audio decoding
with CINEMADSP3D, YPAO Multipoint functionality, and 1080p upscaling.
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Audio Featues

s7-channepowerfulsurroundsound
700W= 100Wx 7 (8 ohms20 Hz-20kHz,0.09% THD2 ch driven)
1,120W= 160WX 7 (8 ohms,1 kHz,10 % THD} ch driven JEIR)
sHDAudioformatdecodingDolbyTrueHDand DT S-HMasterAudio;DolbyDigital Plus
and DT S-HHighResolutiorAudio
sDiscreteampconfiguration
sPureDirectfor highestresolutionsound
sLowijitter PLLcircuitryhelpsoptimisesoundimaging
sAssignablamplifiersfor bi-ampconnection
sintelligentassignablemplifiersfor SurroundBack<-> FrontPresencer Zone2

Video Featues

sAnalogueandHDMlIvideoupscalingo full HD1080p
$1080p-compatibléiDMI:8 inputs(1 on front) and 2 output
sSupportDeepColour(30/36bit), x.vColour24HzRefresiRateand Auto
Lip-Syncompensation
sHighquality videoprocessingvith precisedeinterlacing
- Motion adaptiveandedgeadaptivedeinterlacing
- Multi-cadencgincl.3-2 pull-down)detection
sHDMIwith 3DandAudioReturnChannel

AdvancedFeatues

sSCENButtons(BD/DVDTV CDandRadio)

- Quickandsimpleto use

- HDMICEGowersup compatibleTVsandBlu-rayDisc ™players
sNetworkfunctions

- AV Controlleappfor operatingvariousfunctionsfrom aniPhoneor iPad, etc.

- Androidappavailablen the comingmonths

- Accesso: InternetRadio(vuner):MP3,WMA

Musicfileson PC.WAV MP3 WMA AACFLAC

- DLNAL.5certified
sFrontpanelUSBDigital Connectiorfor iPod andiPhone
sAdvancednulti-languageGUlon-screerdisplaywith albumart
sHDMIfront panelinput for devicesuchascamcorderanddigital cameras
sHDMICEGuwith versatilecontrolfrom AV Receiveremotecontrol
sYRAOsoundoptimisationwith multi-point measurement
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sAudioinput assigncapabilityfor HDMland componenvideoinput
sAbility to changeHDMIInputwhilein StandbyThroughmode
siPod/iPhoneompatibilitywith optional YDS-12JniversaDock
sWirelesgonnectiorfor iPod/iPhonevith optional YID-WD

siPod/iPhonesongtitles displayedn EnglishandWesternEuropeatanguage®n the
front panelandon-screerdisplay

sDialogueLift

sAudioDelayfor adjustingLip-Synq0-250ms)
sPresetemoteunit (Learningemoteunit in someareas)
sBackgroundideofeature(for tuner NetandUSB)

Suround Realism

sHDAudiodecodingvith CINEMASF3D (17 DSHrogrammes)
sCompressedusicEnhancewith CINEMASP

sVirtual Presenc&peakefunctionfor CINEMASR3D surroundwvithout Front
Presenc8peakers

sAdaptiveDRQDynamidrangeControl)and AdaptiveDSH_evel
sSILENTINEMAndVirtual CINEMADSP

\krsatileZone Control

sZone2 on/off andcontrolon front panel
sZonesleepandsystensleep

sParty mode

sRemoteanput/output
sProgrammablel12Vtriggeroutput

Eco-FriendlyDesign

sAuto powerdownfunctionwith variabletime setting
sLowStandbyRowerConsumptioof 0.1 W
sLowStandbyPowerConsumptioof 2.0 W (HDMIStandbyThroughmode)
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AV Receiver

RX-V3871

Use in a Home Network for More
Music, Easy Control

This AV Receiver can be the control centre of a
home entertainment network
connected to the internet. You can
use the AV Controller app for control

8 In/2 Out HDMI Terminals

With eight HDMI inputs, you can connect a wide
variety of high quality audio and video sources.
One of the inputs is on the front panel, making it
convenient to connect a camcorder or other device.
The two outputs make it possible to send the same
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On-Screen Advanced GUI
(Graphical User Interface)

Yamaha's latest Graphical User Interface has a high
resolution display with clear, easy-to-use menus
and also includes a selectable Status Bar that
shows input source, volume level, DSP mode and

from an iPhone, etc., and enjoy video to two —= audio format. The GUI
internet radio from vTuner. d|ffe_rent ]' can be displayed over
monitors. Camcorder both normal and 3D
pictures.
Digital camera
Main Specifications
Audio Section Dynamic Power/Ch (Front L/R, 8/6/4/2 ohms) 140/180/210/250 W
Rated Output Power (8 ohms, 20 Hz-20 kHz, 0.09 % THD, 2 ch driven)
Front L/R 100 W + 100 W General
Centre 100 W Standby Power Consumption
Surround L/R 100 W + 100 W HDMI Control off, Standby Through off 01 W
Surround Back L/R 100 W + 100 W HDMI Control on, Standby Through on 20W
Maximum Effective Output Power (8 ohms, 1 kHz, 10 % THD, 1 ch driven, JEITA) Dimensions (W x H x D) 435x 171 x 368 mm
Front L/R 160 W/ch Weight 11.1 kg
Centre 160 W
Surround L/R 160 W/ch
Surround Back L/R 160 W/ch

Optional Accessories

Universal Dock for iPod/iPhone
YDS-12

Wireless Dock System for iPod/iPhone
YID-W10

ArrWired

COMPONENT
VIDED'

Pa

VDED (o

0|0

oprical | coava | coaxaL | “oprica
(W
—ava AUDIO 1

(€o)
a1 A2 A3

Extensive Connections
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Inputs Outputs Others

HDMI*' (Audio Input Assignable*?) 8 HDMI 2 (simultaneous) Zone 2 Audio Out 1
Network 1 Analogue Audio 1 Remote In/Out 11
USB*! 1 Analogue AV 1 +12V/0.1A Trigger Out 1
Radio Antenna (FM/AM)*? 11 Pre Out 7.2ch

Dock Terminal for Optional Dock Accessories 1 Component Video Monitor 1

Optical Digital 2 Composite Monitor 1

Coaxial Digital 2 Composite AV 1

Analogue Audio*' (with Phono) 6 Speaker (without subwoofer)*4/*5/*6 7ch [ 9 ter

Component Video (Audio Input Assignable) 2 Subwoofer 2 X mono

Composite Video*' 5 Headphone Jack 1

*!Including front panel terminals.
*2 Front HDMI input is not assignable.
*3The shape of the FM antenna terminal varies according to area.

** Assignable for surround back L/R to bi-amp (front L/R).
*5 Extra speaker terminals are assignable to Zone 2 or Presence.

*6 Banana-plug compatible speaker terminals are not available in some areas.

® "Made for iPod," and "Made for iPhone,"” mean that an electronic accessory has been designed to connect specifically to iPod, iPhone, respectively, and has been certified by the developer to meet Apple performance standards. Apple is not responsible for the operation of this device
or its compliance with safety and regulatory standards. Please note that the use of this accessory with iPod, iPhone, may affect wireless performance. iPhone, iPod, iPod classic, iPod nano, and iPod touch are trademarks of Apple Inc, registered in the US. and other countries. ® The
Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. ® Dolby and the double-D symbol are registered trademarks of Dolby Laboratories. ® DTS and the Symbol are registered trademarks and the DTS logos are trademarks of DTS, Inc. ® Windows is a
registered trademark of Microsoft Corporation in the United States and other countries. ® HDMI, the HDMI logo and High-Definition Multimedia Interface are trademarks or registered trademarks of HDMI Licensing LLC. ® DLNA Certified is a trademark of the Digital Living Network
Alliance. ® "xv.Colour" is a trademark of Sony Corporation. ® CINEMA DSP is a trademark of Yamaha Corporation. ® SILENT CINEMA is a trademark of Yamaha Corporation. ® Product designs and specifications are subject to change without notice.
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